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3mm  Galvanised
mounting plate

adjustable in depth,
partial also available

Mounting profiles
for cable management

Lock options Eg.
Padlockable

Drawing Desk

Document pocket
Steel / Plastic

Door stay

Door wheel

Earth stud. Panels earthed
through all fittingsCarrier bars for

heavy equipment
100mm or 200mm

Plinth

Click-in profiles for
cable management.

Used in w, h & d

Various 19”
possibilities

Internal & external
combining brackets

Door switch

Lifting devices

Premium enclosures with many accessory options



Terminal Boxes

STB

SSTB

Mild Steel
IP 66 TYPE 4, 12 IK 08

Stainless Steel
IP 66 TYPE 4X, 12 IK 08

DIMENSIONS

DIMENSIONS

H

H

150

200

300

400

150

200

300

400

W

W

150

300

200

300

400

500
600
800
300

400
500
600
400
600
800

150

300

200

300

400

500
600
800
300

400
500
600
400
600
800

D

D

80
120

80
120

80
120

80
120

80
120
120
120
120

80
120
120
120
120
120
120
120

80
120

80
120

80
120

80
120

80
120
120
120
120

80
120
120
120
120
120
120
120

STB151508
STB151512
STB153008
STB153012
STB202008
STB202012
STB203008
STB203012
STB204008
STB204012
STB205012
STB206012
STB208012
STB303008
STB303012
STB304012
STB305012
STB306012
STB404012
STB406012
STB408012

SSTB151508
SSTB151512
SSTB153008
SSTB153012
SSTB202008
SSTB202012
SSTB203008
SSTB203012
SSTB204008
SSTB204012
SSTB205012
SSTB206012
SSTB208012
SSTB303008
SSTB303012
SSTB304012
SSTB305012
SSTB306012
SSTB404012
SSTB406012
SSTB408012

PART NUMBER

PART NUMBER

3
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Stainless Steel



Wall-Mounted Enclosures
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MAS

Mild Steel
Single Door | IP 66 TYPE 4, 12 IK 10

DIMENSIONS
H

200
250

300

350
400

500

600

700

800

1000

1200

W

200
200
250
250

300

250
300

400
500
600
300
400

500

400

500

600

800
500

400
600

800

600

800

600
800

D

155
155
155
155
210
155
210
155
155
210
210
210
210
210
155
210
260
300
210
300
155
210
260
300
155
210
260
300
210
300
400
300
210
260
300
210
260
300
400
210
300
400
260
300
260
300
400
300
300
400

MAS0202015R5
MAS0252015R5
MAS0252515R5
MAS0302515R5
MAS0302521R5
MAS0303015R5
MAS0303021R5
MAS0352515R5
MAS0403015R5
MAS0403021R5
MAS0404021R5
MAS0405021R5
MAS0406021R5
MAS0503021R5
MAS0504015R5
MAS0504021R5
MAS0504026R5
MAS0504030R5
MAS0505021R5
MAS0505030R5
MAS0604015R5
MAS0604021R5
MAS0604026R5
MAS0604030R5
MAS0605015R5
MAS0605021R5
MAS0605026R5
MAS0605030R5
MAS0606021R5
MAS0606030R5
MAS0606040R5
MAS0608030R5
MAS0705021R5
MAS0705026R5
MAS0804030R5
MAS0806021R5
MAS0806026R5
MAS0806030R5
MAS0806040R5
MAS0808021R5
MAS0808030R5
MAS0808040R5
MAS1006026R5
MAS1006030R5
MAS1008026R5
MAS1008030R5
MAS1008040R5
MAS1206030R5
MAS1208030R5
MAS1208040R5

PART NUMBER

Eldon's range of mild steel IP 66 wall 
mounted enclosures has been 
designed with the user in mind.

Practical, efficient and with a wide range 
of standard sizes and accessories 
available, the wall-mounted range offers 
a solution to virtually every application 
and can be easily customised to suit 
specific requirements.

Previously

Mild Steel



Wall-Mounted Enclosures

MAD

ARF PLC

Mild Steel
Double Door IP 55 TYPE 12 IK 10

DIMENSIONS
H

600
800
1000
1200
1200
1400

W

800
1200
1000
1000
1200
1000

D

300
300
300
300
300
300

MAD0608030R5
MAD0801230R5
MAD1001030R5
MAD1201030R5
MAD1201230R5
MAD1401030R5

PART NUMBER

For mild steel enclosures: Add PE to the part number if you do not require a 
mounting plate.

For outdoor installation: the use of rainhood ARF and 100% polyester paint coating 
is recommended. The corrosion resistance must be taken into consideration.

Typical Accessories: Wall-mounting brackets for mild steel enclosures: Order AW41 
(zinc plated steel).

5

Previously

Mild Steel Double Door

Wall Mount Enclosure Accessories
For the full range of accessories please visit www.eldon.com

Rain Canopy Padlock Cover

AW

Wall Mounting Brackets

AC

MMH DHP ADSW

Distribution Panel

180° Door Hinge Door Horizontal Pro�le Door Switch

ADI

Inner Door

ADO

Door Stop



Wall-Mounted Enclosures
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ASR

Stainless Steel
Single Door IP 66 TYPE 4X, 12 IK 10

DIMENSIONS
H

180
240

300
360
400

500

600

800

1000
1200

1400

W

240
240
360
200
240
300
300
400
600
400
500
400
600

800
600

800
800
800

800

D

150
150
150
150
150
150
210
210
210
210
210
210
210
300
300
210
300
300
300
300
400
400

ASR0182415
ASR0242415
ASR0243615
ASR0302015
ASR0362415
ASR0403015
ASR0403021
ASR0404021
ASR0406021
ASR0504021
ASR0505021
ASR0604021
ASR0606021
ASR0606030
ASR0608030
ASR0806021
ASR0806030
ASR0808030
ASR1008030
ASR1208030
ASR1208040
ASR1408040

PART NUMBER

Eldon's stainless steel wall-mounted 
range, designed to give top hygiene 
and ingress protection, is highly 
resistant to corrosion and ensures 
equipment performs as expected.

Intended for harsh environments, the wall-
mounted, stainless steel range is the ideal 
solution for food and chemical industries, 
pharmaceutical production facilities, 
outdoor applications and marine 
environments.

Previously

Stainless Steel



Wall-Mounted Enclosures
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ADR

AFS

Stainless Steel
Double Door IP 55 TYPE 12 IK 10

Stainless Steel Integrated Rainhood
IP 66 TYPE 4X, 12 IK 10

DIMENSIONS

DIMENSIONS

H

H

1000
1000
1200

300
400

500
600

800

1000
1200

1400

W

W

1000
1200
1200

200
300
400
600
500
400
600

800
600

800

800
600
800

800

D

D

300
300
400

155
155
210
210
210
210
210
300
300
210
300
210
300
300
300
300
400
400

ADR1001030
ADR1001230
ADR1201240

AFS03021
AFS04031
AFS04042
AFS04062
AFS05052
AFS06042
AFS06062
AFS06063
AFS06083
AFS08062
AFS08063
AFS08082
AFS08083
AFS10083
AFS12063
AFS12083
AFS12084
AFS14084

PART NUMBER

PART NUMBER

All stainless steel enclosures can be ordered in high grade 316L by adding -316 to 
the part number.

The use of thermal management equipment, venting and rainhoods is advised for 
harsh and outdoor applications.

Typical accessories: Wall-mounting brackets for stainless steel enclosures: Order 
AWS41-316 (stainless steel).
Order AWS41 (chrome plated steel).

Previously

Previously

Stainless Steel



Wall-Mounted Enclosures - Polyester
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BRES

UR-BRES-325
UR-BRES-43
UR-BRES-44
UR-BRES-54
UR-BRES-64
UR-BRES-65
UR-BRES-83
UR-BRES-86

300x250x140
400x300x200
400x400x200
500x400x200
600x400x230
600x500x230
800x300x230
800x600x300

Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66
Polyester enclosure IP66

Wall-mount single door polyester enclosure

Model Description Size (HxWxD)

CA

PBM

PP

UR-CA220
UR-CA-32
UR-CA33
UR-CA-42
UR-CA43
UR-CA63

UR-PBM-325
UR-PBM-43
UR-PBM-44
UR-PBM-54
UR-PBM-64
UR-PBM-65
UR-PBM-83
UR-PBM-86

UR-PP-220
UR-PP-32
UR-PP-33
UR-PP-42
UR-PP-43
UR-PP-63

180x180x130
270x180x170
270x270x170
360x180x170
360x270x170
540x270x170

Polyester enclosure with transparent lid
Polyester enclosure with transparent lid
Polyester enclosure with transparent lid
Polyester enclosure with transparent lid
Polyester enclosure with transparent lid
Polyester enclosure with transparent lid

Metal base plate 300 x 250 for BRES-325
Metal base plate 400 x 300 for BRES-43
Metal base plate 400 x 400 for BRES-44
Metal base plate 500 x 400 for BRES-54
Metal base plate 600 x 400 for BRES-64
Metal base plate 600 x 500 for BRES-65
Metal base plate 800 x 300 for BRES-83
Metal base plate 800 x 600 for BRES-86

Polyester base plate 4mm for CA-220
Polyester base plate 4mm for CA-32
Polyester base plate 4mm for CA-33
Polyester base plate 4mm for CA-42
Polyester base plate 4mm for CA-43
Polyester base plate 4mm for CA-63

Wall-mount polyester enclosure with transparent lid 

Galvanized steel mounting plate 2mm for BRES enclosure

Polyester mounting plate 4mm for CA enclosure

Model

Model

Model

Description

Description

Description

Size (HxWxD)

URIARTE SAFYBOX



Modular Floor Standing Enclosures
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MCS

MCD

Mild Steel Combinable
Single Door IP 55 TYPE 12 IK 10

Mild Steel Combinable
Double Door IP 55 TYPE 12 IK 10

DIMENSIONS

DIMENSIONS

H

H

1800

2000

2200

1800

2000

2200

W

W

500
600

800

1000

500
600

800

1000

600

800

800
1000

1200

1600
800

1000

1200

1600

1000
1200

D

D

500
400
500
600
400
500
600
400
500
600
500
400
500
600
800
400
500
600
800
400
500
600
800
600
800
600
800

500
400
500
400
500
600
400
500
400
500
600
800
400
500
600
800
400
500
600
600
600

MCS18055R5
MCS18064R5
MCS18065R5
MCS18066R5
MCS18084R5
MCS18085R5
MCS18086R5
MCS18104R5
MCS18105R5
MCS18106R5
MCS20055R5
MCS20064R5
MCS20065R5
MCS20066R5
MCS20068R5
MCS20084R5
MCS20085R5
MCS20086R5
MCS20088R5
MCS20104R5
MCS20105R5
MCS20106R5
MCS20108R5
MCS22066R5
MCS22068R5
MCS22086R5
MCS22088R5

MCD18085R5
MCD18104R5
MCD18105R5
MCD18124R5
MCD18125R5
MCD18126R5
MCD18164R5
MCD20085R5
MCD20104R5
MCD20105R5
MCD20106R5
MCD20108R5
MCD20124R5
MCD20125R5
MCD20126R5
MCD20128R5
MCD20164R5
MCD20165R5
MCD20166R5
MCD22106R5
MCD22126R5

PART NUMBER

PART NUMBER

FRONT SIDES REAR ROOF BOTTOM

Mild Steel
MCS and MCD

door removable removable removable 3/4 pieces

Modular Design - Mild Steel

Previously

Previously



Modular Floor Standing Enclosures
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Modular Design - Stainless Steel

MCSS

MCDS

Stainless Steel Combinable
Single Door IP 55 TYPE 12 IK 10

Stainless Steel Combinable
Double Door IP 55 TYPE 12 IK 10

DIMENSIONS

DIMENSIONS

H

H

1800

2000

1800

2000

W

W

600
800

1000
600
800

1000

1000
1200
1200

D

D

500
500
500
600
600
600

500
500
600

MCSS18065
MCSS18085
MCSS18105
MCSS20066
MCSS20086
MCSS20106

MCDS18105
MCDS18125
MCDS20126

PART NUMBER

PART NUMBER

Eldon's Multiflex range of stainless steel single door floor standing 
enclosures set new strength and ease of use standards.

The sturdy construction of the Eldon MCSS range, with its 1.5mm thick stainless 
steel profile frame and 25mm hole pattern in all directions, provides high corrosion 
resistance and rigidity.

Intended for harsh environments, the enclosures can be used as a stand-alone 
system or suited together with the use of baying brackets.

All stainless steel enclosures can be ordered in high grade 316L by adding -316 to 
the part number.

Side panels available as an accessory.

A double door version of the MCSS, the MCDS, delivers the same improved 
design, strength and corrosion resistance.

It can be used as a stand-alone system or suited together with the use of baying 
brackets.

It is the ideal enclosure for harsh environments, such as the food and chemical 
industries, outdoor applications and marine environments.

All stainless steel enclosures can be ordered in high grade 316L by adding -316 to 
the part number.

Side panels available as an accessory.

FRONT SIDES REAR ROOF BOTTOM

Stainless Steel
MCSS and MCDS

door removable removable removable 1 piece

Previously

Previously



Semi-Modular Floor Standing Enclosures
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MKS

MKD

Mild Steel Semi-Compact
Single Door IP 55 TYPE 12 IK 10

Mild Steel Semi-Compact
Double Door IP 55 TYPE 12 IK 10

DIMENSIONS

DIMENSIONS

H

H

1600

1800

2000

1600
1800

2000

W

W

600
800

1000

600
800

1000
600
800

1000

1200
1200
1600

1200
1600

D

D

400
400
500
400
500
400
400
500
400
400
400
500
400
500

400
400
400
500
400
400
500

MKS16064R5
MKS16084R5
MKS16085R5
MKS16104R5
MKS16105R5
MKS18064R5
MKS18084R5
MKS18085R5
MKS18104R5
MKS20064R5
MKS20084R5
MKS20085R5
MKS20104R5
MKS20105R5

MKD16124R5
MKD18124R5
MKD18164R5
MKD18165R5
MKD20124R5
MKD20164R5
MKD20165R5

PART NUMBER

PART NUMBER

As the double door version to MKS, the MKD offers the same innovative 
design and strength.

MKD was designed with a removable rear and roof panel in order to allow easy hole 
punching.

The MKD maintains IP 55 and the rear panels can be changed for rear doors.

MKS/MKD has a removable roof for easy cable pass through and profiles in 
the rear position.

MKS/MKD is ideal for applications requiring semi-compact enclosures with a 
removable roof and rear panel.

The front and rear hole pattern guarantees the highest flexibility, while maintaining 
IP 66 protection degree.

FRONT SIDES REAR ROOF BOTTOM

Mild Steel
MKS and MKD

door removable removable 3 pieces

Previously

Previously

Mild Steel
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Fixed Style Floor Standing Enclosures

EKSS

EKDS

Stainless Steel Compact
Single Door IP 66 TYPE 4X, 12 IK 10

Stainless Steel Compact
Double Door IP 55 TYPE 12 IK 10;

IP 66 TYPE 4X (on request)

DIMENSIONS

DIMENSIONS

H

H

1400
1600

1800

2000

1200
1600
1800

2000

1200
1600
1800

2000

Double Door | IP 66 | TYPE 4X, 12, 13
with vertical divider and individual doors

W

W

800
600
800

1000
600
800

1000
800

1000

1200
1200
1200
1600
1200
1600

1200
1200
1200
1600
1200
1600

D

D

400
400
400
400
400
400
400
400
400

400
400
400
400
400
400

400
400
400
400
400
400

EKSS14084
EKSS16064
EKSS16084
EKSS16104
EKSS18064
EKSS18084
EKSS18104
EKSS20084
EKSS20104

EKDS12124
EKDS16124
EKDS18124
EKDS18164
EKDS20124
EKDS20164

EKDS12124-4X
EKDS16124-4X
EKDS18124-4X
EKDS18164-4X
EKDS20124-4X
EKDS20164-4X

PART NUMBER

PART NUMBER

With an innovative, improved design, the compact stainless steel range is 
designed to deliver enhanced cleanliness and ingress protection.

The sturdy construction, with the 25mm hole pattern, one-piece body and 
removable rear panel, ensures superior rigidity and easy access.

Fully compatible with the combinable and semi-compact enclosures' range of 
accessories, the EKSS / EKDS range is the ideal solution for the food and chemical 
industries, outdoor applications and marine environments.

FRONT SIDES REAR ROOF BOTTOM

Stainless Steel
EKSS and EKDS

door removable 1 piece

Previously

Previously

Stainless Steel
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Human-Machine Interface - Compact Consoles

MPG

MPGS

Mild Steel
Single Door IP 66 TYPE 4, 12, 13 IK 10
Double Door IP 55 TYPE 12, 13 IK 10

Stainless Steel
Single Door IP 66 TYPE 4X, 12, 13 IK 10

Double Door IP 55 TYPE 12, 13 IK 10

DIMENSIONS

DIMENSIONS

H

H

985

985

W

W

600
800

1000
1200
1600

600
800

1000
1200

D

D

400
400
400
400
400

400
400
400
400

MPG06R5
MPG08R5
MPG10R5
MPG12R5
MPG16R5

MPGS06
MPGS08
MPGS10
MPGS12

PART NUMBER

PART NUMBER

All stainless steel consoles can be ordered in high grade 316L by adding -316 to the 
part number.

The MPG is a simple yet effective one-piece console that is available in five 
sizes.

The top desk panel is held open by a self-engage / self-release mechanical panel 
stay and combines with the removable rear panel and front door to ensure 
convenient access.

Even greater versatility is added by a range of 19" accessories.

Only 1200 and 1600 wide consoles have double doors.

Previously

Previously

Stainless Steel



Human-Machine Interface - Modular Consoles

MPC

MPCS

Mild Steel
Single Door IP 66 TYPE 4, 12, 13 IK 10
Double Door IP 55 TYPE 12, 13 IK 10

Stainless Steel
Single Door IP 66 TYPE 4X, 12, 13 IK 10

Double Door IP 55 TYPE 12, 13 IK 10

DIMENSIONS

DIMENSIONS

Top section units

Top section units

Desk units

Desk units

Base units with mounting plate

Base units with mounting plate

H

H

500

500

250

250

700

700

W

W

600
800

1000
1200
1600

600
800

1000
1200
1600

600
800

1000
1200
1600

600
800

1000
1200
1600

600
800

1000
1200
1600

600
800

1000
1200
1600

D

D

494
494
494
494
494

494
494
494
494
494

985
985
985
985
985

985
985
985
985
985

500
500
500
500
500

500
500
500
500
500

MPC061R5
MPC081R5
MPC101R5
MPC121R5
MPC161R5

MPCS061
MPCS081
MPCS101
MPCS121
MPCS161

MPC062R5
MPC082R5
MPC102R5
MPC122R5
MPC162R5

MPCS062
MPCS082
MPCS102
MPCS122
MPCS162

MPC063R5
MPC083R5
MPC103R5
MPC123R5
MPC163R5

MPCS063
MPCS083
MPCS103
MPCS123
MPCS163

PART NUMBER

PART NUMBER

14
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Stainless Steel



More information on Eldon

www.eldon.com

Visit the ELDON website to access the following information:

Eldon Macros in EPLAN
CAD Drawings
Panel Dimensions
Special Applications
Certi�cations
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GSV1500220
GSV1500203
GSV2500220
GSV2500203
GSV2501220
GSV2501203
GSV3000220
GSV3000203
GSV3002220
GSV3002203

TSV19U0
TSV19U0
TSV22U0
TSV22U0
TSV25U0
TSV25U0
TSV35U0

GSF 15
GSF 25
GSF 30

AFH 15 R5
AFH 25 R5

152x152x75
152x152x75

250x250x118
250x250x118
250x250x99
250x250x99

318x318x139
318x318x139

318x318x160.5
318x318x160.5

395x395x112
395x395x112
395x395x112
395x395x112
490x490x191
490x490x191
490x490x191

152x152x32.5
250x250x47.5
318x318x34

150x150
250x250

67
67

190
190
270
270
500
500
850
850

540/575
555

800/810
785

1425/1520
1470
1870

230
115
230
115
230
115
230
115
230
115

230
115
230
115
230
115
230

GSV

GSF

AFH

PATENT PENDING

TSV

Filter fans - Includes grill kit, �lter mat, mounting templates, seal

Roof mounted exhaust fans -Includes fan & seal

Grill kit - Includes grill kit, �lter mat, mounting template, seal

Adjustable fan holder

Model

Model

Model

Model

Voltage

Voltage

Size (HxWxD)

Size (HxWxD)

Size (HxWxD)

Size (HxW)

Air-�ow (m/h)

Air-�ow (m/h)

The unit allows a simple and cost effective solution for enclosure cooling. Designed 
for easy clip on mounting and made out of high resistance self extinguishing ABS 
UL94VO grade(RAL7035) they cover an air flow rate from 35m3/hr to 1100 m3/hr. 
They provide an IP54 protection degree. All the fans are mounted on ball bearings 
with MTBF of 40000 hours.

Adjustable fan holder for increased air circulation.
Focus air movements at hot spots in the enclosure.

KryosRoof roof mounted fans are the ideal industrial ventilation solution for 
extracting warm air from the roof. Their compact dimensions allow them to be 
installed on various types of electrical panels.

Industrial Panel Cooling - Filter Fans

g

16



CVE0300220
CVE05002208000
CVE08002208000
CVE11002208000
CVE15002208000
CVE20002208000
CVE30002208000
CVE40002208000
CVE60002618000

CVO05002208000
CVO08002208000
CVO11002208000
CVO15002208000
CVO20002208000
CVO40002208000

ETE0300220
ETE06012207000
ETE09012207000
ETE14002207000
ETE20002207000
ETE28002207000
ETE41002207000

443x324x206
642x313x223
642x313x223
912x410x248
912x410x248

1005x409x263
1217x511x347
1217x511x347
1405x554x404

634x314x235
634x314x235
606x410x272
906x410x272
996x409x286

1211x511x356

180x476x324
335x600x325
335x600x325
450x600x400
450x600x400
480x800x450
480x800x450

17
23
27
44
46
48
75
80

100

23
27
44
46
48
80

17.0
29.5
31.5
48.0
51.5
74.5
76.5

380 W
580 W
900 W

1150 W
1600 W
2200 W
3150 W
4100 W
5950 W

580 W
900 W

1150 W
1600 W
2200 W
4100 W

330 W
600 W
900 W

1400 W
2000 W
2700 W
3800 W

230
230
230
230
230
230
230
230
400

230
230
230
230
230
230

230
230
230
230
230
230
230

1.4
1.5
2.7
3.4
4.3
5.5
5.5
9.4
5.7

1.5
2.7
3.4
4.3
5.5
9.4

1.4
2.2
3.2
5.2
5.7
7
9.0

CVE

CVO

ETE

Protherm side mounted panel air-conditioners, indoor range

Protherm side mounted panel air-conditioners, outdoor range

Protherm top mounted panel air-conditioners, indoor range

Model

Model

Model

Voltage

Voltage

Voltage

Amps

Amps

Amps

Size (HxWxD)

Size (HxWxD)

Size (HxWxD)

Weight (Kg)

Weight (Kg)

Weight (Kg)

Cooling Cap.

Cooling Cap.

Cooling Cap.

Specifically developed for mounting on the wall or door of electronic enclosures. These air-
conditioners cover a cooling capacity range from 330W to 6000W. Models are equipped with 
condensate dissipater (From EVE11)

Also available in Stainless Steel

The new product family includes air-conditioners for electronic enclosures both indoor (CVE) and 
outdoor (CVO). Thanks to the introduction of new components and of SEM and SEM2, it is possible 
to obtain energy savings up to 23%, together with an increase of the air-conditioner’s cooling 
capacity.

Also available in Stainless Steel

Specifically developed for mounting on the top of electronic enclosures. Models are equipped with 
condensate dissipater and triple condensate protection system (from ETE09). 

Now up to 23% more energy efficient

Industrial Panel Cooling - Air-Conditioners
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RACK

EXW

CVE

CVO

ERE100320

EXW0600220
EXW1500220
EXW2500220
EXW5000220
EXWA000220
EXWA500220
EXWA500230
EXWB000220
EXWB000230
EXW15H02207000
EXW50H02207000

CVE05U12128000
CVO05U12128000

311(7U)x482.6x579.5

403x306x113
916x402x206
916x402x206

1091x503x293
2000x800x400
2000x800x600
2000x800x600
2000x800x600
2000x800x600
200x800x400
255x905x509

642x313x223
634x314x235

23
23

36 950 W

870 W
2200 W
3100 W
6700 W

12500 W
17500 W
17500 W
25000 W
25000 W
2200 W
6700 W

500 W
500 W

230

230
230
230
230
230
230
400
230
400
230
230

48 Vdc
48 Vdc

3

Side Mount
Side Mount
Side Mount
Side Mount
Side Mount
Side Mount
Side Mount
Side Mount
Side Mount
Top Mount
Top Mount

8.3
8.3

Protherm side mounted panel air-conditioners, indoor range

Water-to-air heat-exchangers

Battery coolers

Model

Model

Model

Voltage

Voltage

Voltage

Amps

Mount

Amps

Size (HxWxD)

Size (HxWxD)

Size (HxWxD) Weight (Kg)

Weight (Kg) Cooling Cap.

Cooling Cap.

Cooling Cap.

The Rack-ERE uses a "self-cleaning" condenser coil which remove the necessity of the air filter, 
avoiding the ordinary maintenance. The standard control is electromechanical. The power supply is 
through a PC plug.

EXW air-to-water heat-exchangers, the best solution when refrigerated water or water from a 
cooling tower is available.

Also available in all Stainless Steel

Technical features

* Designed for the air-conditioning of battery banks
* CVE05 indoor / CVO05 outdoor
* Cooling capacity L35L35 500W
* Power supply 48 VDC
* CVE05 Digital Thermostat / CVO05 Mechanical Thermostat

Industrial Panel Cooling - Eldon Vortex Cooler

BP4008

BP 4008
BP 4040

78
93

131162 W
820 W

227
1133

Eldon Vortex cooler

Model Capacity Air �ow (l/min) Noise (dB) H

Industrial Panel Cooling - Air-Conditioners

g
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Power Supplies

Ratings

Output Voltage:
24Vdc

Output Continuous Current:
1-phase: 2 – 2,5 –5 - 7,5 – 9 -14,5 –25A
2-phase: 5 –7,5 –14,5A
3-phase: 25A

Special Features

MRF102DFX1524A

Temperature range up to 60°C
Voltage range 230 - 500Vac
Din Rail mountable
Extremely small in size
3 Protective modes
Hiccup, foldback and
restart after main failure

Power Supply

Wide input range:
100 – 240 Vac
Flexible power up to 15 W,
0,6A
Overload, overvoltage and
short-circuit protection
Extremely compact size

12VDC or 24VDC operation
2 Output channels
Adjustable current range
1A...10A
Can be reset after fault
condition
Electronic circuit breaker

Electronic Fuse



STO 011 / STS 011

KTO 011 / KTS 011

ETR 011

SD 035

DA 284

01115.0-00
01116.0-00

01140.0-00
01141.0-00

01131.0-00

03500.0-01

03500.0-01

Contact Maker 0 to +60 °C
Contact Maker 0 to +60 °C

Contact Maker 0 to +60 °C
Contact Maker 0 to +60 °C

120V - 220V / -30°C to 60°C

AC 250 V

STO 011
STS 011

KTO 011
KTS 011

ETR 011

SD 035

DA 284

Thumbwheel Thermostat (Red - NC)
Thumbwheel Thermostat (Blue - NO)

Small, Thermostat (Red - NC)
Small, Thermostat (Blue - NO)

Electronic Thermostat

Electrical  German Socket (No fuse)

Pressure Compensation Device

STO 011 / STS 011 Compact thumbwheel thermostat series

KTO 011 / KTS 011 Small compact thermostat 

ETR 011 Electronic temperature regulator

SD 035 Electrical socket

DA284 Pressure compensation device

Model

Model

Model

Model

Model

Description

Description

Description

Description

Description

Temperature Range

Temperature Range

Temperature Range

Temperature Range

Series

Series

Series

Series

Series

Thermostat (NC) red: Opens on temperature rise (  thumbwheel) - for regulating heaters or for 
switching signal devices when temperature has fallen below the minimum value.

Thermostat (NO) blue: Closes on temperature rise (  thumbwheel) - for regulating filter fans, heat 
exchangers, cooling devices or for switching signal devices when temperature limit has been 
exceeded.

Thermostat (NC): Thermostat opens on temperature rise - for regulating heaters or for switching 
signal devices. Comes with red temperature dial.

Thermostat (NO): Thermostat closes on temperature rise - for regulating filter fans and heat 
exchangers or for  switching signal devices. Comes with blue temperature dial.

The electronic temperature regulators are used to switch heater, cooling equipment, filter fans or 
signal devices on or off if the temperature value rises above or falls below an adjustable or preset 
reference value. The regulators must only be used in stationary, closed electric cabinets.

The DIN rail mounted electrical receptacle can be quickly fitted and connected in enclosures 
allowing the use of auxiliary products such as hand lamps and power tools. The unit is available with 
and without fuse, and in many world outlet standards.

Pressure differentials in a hermetically sealed enclosure are a result of the heat generated by 
electrical and electronic components in the enclosure, as well as the fluctuation of the outside 
temperature. In the case of negative pressure or vacuum, for example, dust and humidity can be 
absorbed through the door seal and can enter the enclosure. The DA 284 Vent Plug provides a 
protected enclosure environment for valuable and crucial components with a UL 4X rated degree of 
protection. A semipermeable membrane inside the device allows air and humidity to leave the 
enclosure. In the opposite direction, it only allows dry air into the enclosure while not allowing 
humidity and dust from the outside to enter. 
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RC

CS

HGL

LED

KL

SL

The RC 016 small heaters are designed to prevent condensation and to ensure a minimum 
operating temperature in small enclosures. 

The design of the heater supports the natural convection which results in high air current of warm 
air. The surface temperatures on the accessible side surfaces of the housing are kept down as a 
result of the heater design.

Compact fan heater prevents formation of condensation. The integrated high performance axial fan 
provides forced air circulation and so guarantees an even temperature in enclosures. With internal 
terminal connector. 

The compact KL 025 light was designed for use in industrial enclosures and control cabinets.
A strong magnet allows simple and quick installation and flexibility for various mounting positions. 

The compact KL 025 light was designed for use in industrial enclosures and control cabinets.
A strong magnet allows simple and quick installation and flexibility for various mounting positions. 

01609.0-00

06000.0-00
06010.0-00

04640.0-00
04641.0-00

02540.1-10
02540.1-11
02540.3-10
02540.3-11
02541.1-00

02500.0-07

02527.0-00
02527.1-00
02527.1-10
02527.0-10

AC/DC 120-240V

AC/DC 120-250 V
AC/DC 120-250 V

AC 230 V
AC 230 V

LED panel light c/w magnet and on/off switch
LED panel light - screw mount and on/off switch
LED panel light c/w magnet and on/off switch
LED panel light - screw mount and on/off switch
LED Lamp

DC24-48V
DC24-48V

100-240V 50/60Hz
100-240V 50/60Hz

DC24-48V

10 W

50 W
100 W

250 W
400 W

AC 230V, 50Hz

Without magnet AC 230V, 50Hz, 11W
With magnet  AC 230V, 50Hz, 11W
With magnet  AC 110V, 50Hz, 11W
Without magnet  AC 110V, 50Hz, 11W

RC 016

CS 060
CS 060

HGL 046
HGL 046

LED 25
LED 25
LED 25
LED 25
LED 25

KL 025

SL 025
SL 025
SL 025
SL 025

RC 016 PTC, Small semiconductor heater

CS 060 Touch-safe PTC heater 50 - 150W, small semiconductor heater

HGL 046 Compact fan heater

LED 025 - LED lamp series

KL 025 Compact enclosure light without socket

SL 025 - 19” Slimline lamp with on/off switch

Model

Model

Model

Model

Model

Model

Voltage

Voltage

Voltage

Description Voltage

Heating Cap.

Heating Cap.

Heating Cap.

Voltage

Voltage

Series

Series

Series

Series

Series

Series

21

The LED 025 is suitable for all types of panels and enclosures, especially where space is limited. 
They have a long service life due to LED technology and are available with non-slip, rubberized 
magnets for quick positioning on any steel enclosure, or they can be fixed mechanically.

Thermal Management - Heaters and Panel Lights



A A
A

B BC

B B BC C

400mm
300mm/

800mm/900mm

400mm 400mm500mm

30
0m

m
30

0m
m

60
0 

/ 8
00

 / 
10

00
 / 

12
00

m
m

Expandable 
to left

Expandable 
to right

Top entry cable box Optional Rain Canopy

Optional
Expansion

Optional
Expansion

Optional
Cable Box

Optional
Cable Box

Optional
Cable Box

Bottom entry cable box  

DB DB

DB

DBS

DB 0806025
DB 0808025
DB 08010025
DB 08012025

DB 0906025
DB 0908025
DB 0910025
DB 0912025

EXP A06
EXP A08
EXP A10
EXP A12

EXP B
EXP C8
EXP C9

CAN 04
CAN 09

DBS 0906025
DBS 0908025
DBS 0910025
DBS 0912025

3x23
5x23
6x23
7x23

3x23
5x23
6x23
7x23

3x18
5x18
6x18
7x18

N/A
N/A
N/A

N/A
N/A

3x23
5x23
6x23
7x23

69
115
138
161

69
115
138
161

54
90

108
126

N/A
N/A
N/A

N/A
N/A

69
115
138
161

SP MS BOX 800x600x250 (W 300+500)
SP MS BOX 800x800x250 (W 300+500)
SP MS BOX 800x1000x250 (W 300+500)
SP MS BOX 800x1200x250 (W 300+500)

MS DB BOX 900x600x250 (W 400+500)
MS DB BOX 900x800x250 (W 400+500)
MS DB BOX 900x1000x250 (W 400+500)
MS DB BOX 900x1200x250 (W 400+500)

Expansion box (H 600)
Expansion box (H 800)
Expansion box (H 1000)
Expansion box (H 1200)

Cable entry box (W 400)
Cable entry box (W 800)
Cable entry box (W 900)

Canopy (W 400)
Canopy (W 900)

ATI DB Box - 900x600x250
ATI DB Box - 900x800x250
ATI DB Box - 900x1000x250
ATI DB Box - 900x1200x250

Mild Steel RAL2000 - Padlockable

Stainless Steel 304 - Padlockable

Model

Model

Description (WxHxD)

Description (WxHxD)

Rows

Rows

No. of ways

No. of ways

Basic DB expandable in all directions as per �g.1 below     

Basic DB expandable in all directions as per �g.1 below     

Fig.1

Mild Steel

Stainless Steel

Distribution Boards 
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ELSTEEL
MODULAR

ENCLOSURES

IEC / SANS 61439 Series
FULLYFULLY  VERIFIEDVERIFIEDFULLY VERIFIED

Direct from Stock!
Complete Motor Control & Power Distribution Assemblies



Management
System

www.tuv.com

ISO 9001:2015

ATI Systems
Committed to Qualitysales@atisystems.co.za - www.atisystems.co.za

Head Office: 011 383 8300
159 Galjoen Rd, Wadeville, Germiston

Cape Town: 021 001 5553
Unit 21 Bellray Business Park, Stikland,
C/o La Belle Rd and Bottelary Rd

Flexi Busbar Systems

 

Flexible, insulated
copper-plated
alluminium, flat braid.

Better ampacity
than traditional cable
due to skin effect.

Much more flexible
than cable; no bending
radius to respect.

Ready to use
for direct connection
to a busbar or circuit
breaker

Advanced Technology
is a Class II and Ik09
thermoplastic elastomer
(TPE) that is LSHFFR and
1000 VAC/1500 VDC (IEC)

Patented system

Current (A)
560
704
900
1120
1400
1750
2253
2816
3520
4435

Conductor/Phase Lengths
1 x 220mm
1 x 360mm
1 x 545mm
1 x 640mm
1 x 960mm
1 x 1280mm
1 x 1810mm
2 x 960mm
2 x 1280mm
2 x 1810mm

Available in standard lengths from 200mm up to
1000mm and specials lengths up to 20m.


