
DS805S Digital Gauge

DK805S Digital Gauge

Easily connectable to a PC or powered USB hub. Slim 8mm body with 0.1 μm maximum 
resolution, and 250m/min maximum response speed.

Slim, compact, and having a high resolution of 0.1 μm maximum The maximum 
response speed has also further advanced.

 Measuring range: 5mm
 Accuracy: 1 μm (0.1 μm resolution), 1.5 μm (0.5 μm resolution)
 Maximum resolution: 0.1 μm
 Maximum response speed: 80 m/min (0.1 μm resolution) 250 m/min (0.5 μm
 resolution)
 Built-in reference point
 Excellent resistance to harsh environments
 Flex resistant cable
 Tested to 170 million cycles (as of July 2017)
 Measurement software, USB drivers and software development files (OCX, Jscript,
 Excel VBA, etc.) available for download

Features

Features
 Measuring range: 5mm
 Accuracy: 1 μm (high-resolution models), 1.5 μm (general-purpose resolution models)
 Maximum resolution: 0.1 μm
 Maximum response speed: 80 m/min (resolution 0.1 μm) 250 m/min (resolution 0.5 μm)
 Built-in reference point
 Excellent resistance to water and oil
 Adopts a flexing-resistance cable
 Achieved numbers of strokes: 120 million

DT512 Digital Gauge

Compact and slim gauges with 1μm resolution.

Features
 Excellent resistance to workshop conditions (DT512P: IP64)
 Resistant to oil, water, dust, vibration, and shock.
 Accuracy: 6 μm
 Maximum resolution: 1 μm
 Measuring range: 12 mm / 0.47"
 Compact size ideal for designing into machines:12 x 35 x 116 mm / 0.47'' x 1.38'' x
 4.57'' (D x W x L)
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LT30 Digital Gauge - Counter

LY71 Digital Gauge - Counter

Counter compatible with our compact, high-precision DK series of digital gauges.

For measurements and control in diverse field uses. The required output board can be 
extended.

 Maximum display resolution : 0.1μm
 Zero point detection
 BCD and RS-232C I/O models are available.
 Compact and lightweight: DIN standard size (W 72mm x H 72mm)
 Comparator
 Reset/Preset
 Alarm for exceeded max response speed and disconnected measuring unit
 Setting value storage
 2-axis ADD/SUB (2-axis model only)

 Various outputs are enabled by mounting extension boards
 -BCD Output (Option)
 -Comparator Function: Relay / Open-collector (Option)
 Peak Hold Function Convenient for Statistical Measurement
 Convenient External Input Functions for Automatic Measurement
 Display Resolution Switching
 Data Storage
 Reset/Preset/Restart
 Detecting Reference Point of Measurement Unit
 Scaling
 Flicker Control

Features

Features
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